The Dangerous Goods Segregation (DGS) Container is certified as a Type II Segregation Device (ADG Approval No. W008) for the segregation of incompatible Dangerous Goods during transport and storage. The DGS Container is ideally suited for the safe manual loading and unloading of smaller packages or for palletised larger items using a custom drop in pallet.

**KEY BENEFITS**

- Cost 25% to 35% less than steel segregation boxes
- Safer & easier manual loading of goods
- Less maintenance due to plastic construction
- Collapsible and stacks 4 high for efficient transport

**FEATURES**

- Front load configuration for safe manual loading
- Corrosion & acid proof, UV resistant
- Bunded base with 25L capacity
- Collapsible & stacks 4 high (225cm)
- Self-closing, lockable over-centre latches (Snap-Flat™)
- Optional drop-in custom wood pallet
- Fixed & interchangeable DG Diamond signage options
- Interchangeable shipping address labels (optional)
- Forklift 4 way entry

**SPECIFICATIONS**

<p>| | | |</p>
<table>
<thead>
<tr>
<th></th>
<th></th>
<th></th>
</tr>
</thead>
<tbody>
<tr>
<td>Tare</td>
<td>97kg</td>
<td></td>
</tr>
<tr>
<td>Gross</td>
<td>1200kg</td>
<td></td>
</tr>
<tr>
<td>External Dim.</td>
<td>W1150 x D1050 x H1260 mm</td>
<td></td>
</tr>
<tr>
<td></td>
<td>Collapsed H580 mm</td>
<td></td>
</tr>
<tr>
<td>Internal Dim.</td>
<td>W1003 x D1008 x H864 mm</td>
<td></td>
</tr>
<tr>
<td>Material</td>
<td>Low density polyethylene</td>
<td></td>
</tr>
<tr>
<td>Hardware</td>
<td>304 Stainless Steel</td>
<td></td>
</tr>
</tbody>
</table>