
5.2.1.9                Lithium or sodium ion battery mark  
 
5.2.1.9.1                Packages containing lithium or sodium ion cells or batteries prepared in 

accordance with special provision 188 must be marked as shown in 
Figure 5.2.5. 

 
5.2.1.9.2                The mark must indicate the UN number preceded by the letters “UN”, i.e. 

‘UN 3090’ for lithium metal cells or batteries or ‘UN 3480’ for lithium ion 
cells or batteries, or 'UN 3551' for sodium ion cells or batteries. Where the 
lithium cells or batteries are contained in, or packed with, equipment, the 
UN number, preceded by the letters “UN”, i.e. ‘UN 3091’ or ‘UN 3481’ or 
'UN 3552' as appropriate shall be indicated. Where a package contains 
lithium cells or batteries assigned to different UN numbers, all applicable 
UN numbers shall be indicated on one or more marks. 

 

Figure 5.2.5: Lithium or sodium ion battery mark 

 

Minimum dimension 100 mm  x 100 mm 

*    Place for UN number(s) 

The mark must be in the form of a rectangle or a square with hatched edging. The dimensions must 

be a minimum of 100 mm wide x 100 mm high and the minimum width of the hatching must be 5 

mm. The symbol (group of batteries, one damaged and emitting flame, above the UN number (s))  

must be black on white or suitable contrasting background. The hatching must be red. If the size of 

the package so requires, the dimensions may be reduced to not less than 100 mm wide x 70 mm 

high.  Where dimensions are not specified, all features must be in approximate proportion to those 

shown. 

NOTE: The mark shown in Figure 5.2.5 in 5.2.1.9 of edition 7.7 of the Code may continue to be used 

until 31 December 2026. 


